O\v JY-76/76E/ JY-85I85E Automatic Diecutter with Stripping € Main features & Technical Parameter

Feeder

Model JY-T6E JY-85E

® Equipped with German design mmes non-stop feeding

system supplied by Mabeg Machinery  (Shanghai) Co.,Ltd. Maximum sheet size 760x600mm 850x600mm
There are 2 suction cups each for lifting paper and 2 other o _
suction cups for moving paper. Height and angle of suction Minimum sheet size 310x310mm 310x310mm
heads are easily adjustable
_ , _ _ o _ Maximum cutting size 750x580mm 840x580mm
® Micro-adjustment is available for transversal position of pile
Elgrl% up and down of pile table is with double speed adjust- InE e s 350%610mm 940%610mm
Minimum gripper margin 8mm 8mm
Maximum pressure 200 tons 200 tons
Sheet thickness 80g/m?upto E 80g/m?up to E
flute corugated paper flute corugated paper
Maximum cutting speed 7000 sheets/hour 7000 sheets/hour
® Use European design pneumatic clutch and rotary joint strict- : :
ly follows European safety standard Max. pile height at feeder 1300mm 1300mm
® Equipped with European pneumatic air clutch lock-up system Max. pile height at delivery ~ 1000mm 1000mm
to ensure stability and reliability
Total power 14kw 14kw
Dimension JY-T6E: 4900x1900x2000mm  JY-85E: 4900x2000x2000mm
(excl. platform)
Stripping Section JY-76:4100x1900x2000mm  JY-85: 4100x2000x2000mm
® 3-action movement structure with upper, middle and lower Weight JY-76E: 13.5 tons JY-85E: 14.5 tons
stripping frame facilitates die change JY-76: 13 tons JY-85: 14 tons
® Stripping pins or male/female die are available for different
stripping jobs
® Match with the center-line registration system in diecutting
section, the same system also apply to the stripping section Automatic lubrication
to minimize changeover time. Accurate positioning can in- —
crease production efficiency ® Equipped with an automatic central oil supply !!1:;- o e s
lubrication system, each lubrication point 4 e '
4 adopts open and quantitative oil supply me- * e A LS

thods

® The elbow mechanism and crank link of the
main drive are forcibly lubricated

® The main chain adopts PLC control intermittent
refueling to ensure the uniformity and clean-
liness of the main chain lubrication
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